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CONGRATULATIONS!   
We welcome you as a new owner of a Kozy Heat gas fireplace. Kozy Heat products are designed with 
superior components and materials; assembled by trained craftsmen who take pride in their work. The 
burner and valve assembly are 100% test-fired, and the complete fireplace is thoroughly inspected before 
packaging to ensure you receive a quality product. Our commitment to quality and customer satisfaction 
has remained the same for over 30 years. We offer a complete line of gas and wood fireplaces, unique 
cabinets and stylish accessories to complement any décor. Adding a fireplace is one of the best ways to 
increase the value of your home, and we are proud to offer a network of dealers throughout the country to 
help make your experience everything you imagine. We pride ourselves in being dedicated not only to 
functionality and reliability, but also customer safety. We offer our continual support and guidance to help 
you achieve the maximum benefit and enjoyment from your Kozy Heat gas fireplace.   
 

Read this manual before installing or operating this appliance. 
Please retain this ownerôs manual for future reference. 

Dudley Hussong 
Board Chairman 

Jim Hussong 
President 

Homeowner Reference Information   

We recommend you record the following information: 

Model Name: Date purchased/installed: 

Serial Number: Location on fireplace: 

Dealership purchased from: Dealer Phone: 

Notes: 
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This appliance has been tested by OMNI-Test Laboratories located in Portland, Oregon and complies with:  
 

ANSI  Z21.88a-2012/CSA 2.33a-2012, ñVented Gas Fireplace Heatersò 
CGA 2.17-M91 (R2009), ñGas-Fired Appliances for Use at High Altitudesò 

CSA P.4.1-2009, ñTesting Method for Measuring Annual Fireplace Efficiencyò 
 

This installation must conform with local codes, or in the absence of local codes, with the National Fuel Gas Code, ANSI Z223.1/
NFPA 54, or the Natural Gas and Propane Installation Code, CSA B149.1      
 

This appliance, when installed, must be electrically grounded in accordance with local codes, or in the absence of local codes, with 
the National Electrical  Code, ANSI/NFPA 70, or the Canadian Electrical Code, CSA C22.1 

1.0  INTRODUCTION  

1.1  Appliance Certification  

¶ Installation and repair should be done only by a qualified service person. The appliance should be inspected by a  
qualified service person before use. Annual inspection by a qualified service person is required to maintain 
warranty. More frequent cleaning may be required due to excessive lint from carpeting, bedding materials, etc. It is 

imperative that control compartments, burners, and circulation air passageways of the appliance be kept clean. 

¶ If this appliance is installed directly on carpeting, tile, or other combustible material other than wood flooring, the  

appliance shall be installed on a metal or wood panel extending the full width and depth of the appliance. 

¶ Children and adults should be alerted to the hazards of high surface temperatures and should stay away to avoid 

burns or clothing ignition.  

¶ Young children should be carefully supervised when they are in the same room as the appliance. Toddlers, young  
children, and others may be susceptible to accidental contact burns. A physical barrier is recommended if there 
are at-risk individuals in the house. To restrict access to a fireplace or stove, install an adjustable safety gate to 

keep toddlers, young children, and other at-risk individuals out of the room and away from hot surfaces.  

¶ Clothing or other flammable material should not be placed on or near the appliance.  

¶ Adequate accessibility clearances for servicing and proper operation must be maintained.  

¶ This appliance must not share, or be connected, to a chimney flue serving any other appliance.  

¶ Keep area around the appliance clear of combustible materials, gasoline, and other flammable vapor and liquids.  

¶ The flow of combustion and ventilation air must not be obstructed.   

¶ Due to high temperatures, the appliance should be located out of traffic and away from furniture and draperies. 

¶ The glass front, or any part removed for servicing the appliance, must be replaced prior to operating the appliance. 

Work should be done by a qualified service technician.  

¶ Clean glass only when cool and only with non-abrasive cleansers.  

¶ WARNING: DO NOT OPERATE APPLIANCE WITH THE GLASS/FRAME ASSEMBLY REMOVED, CRACKED, OR 
BROKEN. REPLACEMENT OF THE GLASS SHOULD ONLY BE PERFORMED BY A LICENSED OR  

QUALIFIED SERVICE PERSON. 

¶ The glass assembly, Part #SL36-057T,  shall only be replaced as a complete unit, as supplied by Hussong Mfg. Co., 

Inc. DO NOT SUBSTITUTE MATERIALS.  

¶ Do not strike or slam glass assembly.  

¶ A safety barrier designed to reduce the risk of burns from the hot viewing glass is provided with this appliance and 

shall be installed.   

¶ Any safety screen, guard, or barrier removed for servicing the appliance must be replaced prior to operating the 

appliance. 

¶ If the safety barrier becomes damaged, the barrier shall be replaced with the manufacturerôs barrier for this 

appliance. 

¶ For use only with the following safety barriers: Part Numbers SL36-MSF, SL36-RSF, SL36-BSF, or SL36-CXCF, as 

supplied by Hussong Mfg. Co., Inc.  

¶ Under no circumstances should any solid fuel (wood, coal, paper, cardboard, etc.) be used in this appliance. 

¶ Keep burner and control compartment clean.  

¶ Do not use this fireplace if any part has been under water. Immediately call a qualified service technician to inspect 

this appliance and to replace any part of the control system and any gas control which has been under water. 

1.2  Safety Information  
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1.3  Commonwealth of Massachusetts Requirements  

The following requirements reference various Massachusetts and national codes not contained in this manual. 

For all sidewall horizontally vented gas fueled equipment installed in every dwelling, building or structure used in whole or in part for 
residential purposes, including those owned or operated by the Commonwealth and where the side wall exhaust vent termination is 
less than (7) feet above finished grade in the area of the venting, including but not limited to decks and porches, the following require-
ments shall be satisfied:   

1.3.1  Installation of Carbon Monoxide Detectors  

At time of installation of side wall horizontally vented gas fueled equipment, the installing plumber or gas-fitter shall observe that a hard wired 
carbon monoxide detector with an alarm and battery back-up is installed on the floor level where the gas equipment is to be installed. In addi-
tion, the installing plumber or gas-fitter shall observe that a battery operated or hard wired carbon monoxide detector is installed on each addi-
tional level of the dwelling, building or structure served by the side wall horizontal vented gas fueled equipment. It shall be the responsibility of 
the property owner to secure the services of qualified licensed professionals for the installation of hard wired carbon monoxide detectors.   
 

In the event that the side wall horizontally vented gas fueled equipment is installed in a crawl space or attic, the hard wired carbon monoxide 
detector with alarm and battery back-up may be installed on the next adjacent floor level.  
 

In the event that the requirements of this subdivision can not be met at the time of completion of installation, the owner shall have a period of 
thirty (30) days to comply with the above requirements; provided, however, that during said thirty (30) day period, a battery operated carbon 
monoxide detector with an alarm shall be installed.  

1.3.2  Approved Carbon Monoxide Detectors  

Each carbon monoxide detector as required in accordance with the above provisions shall comply with NFPA 720 and be ANSI/UL 2034 listed 
and IAS certified. 

1.3.3  Signage  

A metal or plastic identification plate shall be permanently mounted to the exterior of the building at a minimum of eight (8) feet above grade 
directly in line with the exhaust vent terminal for the horizontally vented gas fueled heating appliance or equipment. The sign shall read, in print 
no less the one-half inch (1/2) in size,  ñGAS VENT DIRECTLY BELOW. KEEP CLEAR OF ALL OBSTRUCTIONSò.  

1.3.4  Inspection  

The state or local gas inspector of the side wall horizontally vented gas fueled equipment shall not approve the installation unless, upon in-
spection ,the inspector observes carbon monoxide detectors and signage installed in accordance with the provisions of 248 CMR 5.08 (2) (a) 1 
through 4. 

1.3.5  Exemptions  

The following equipment is exempt from 248 CMR 5.08 (2) (a) 1 through 4:The equipment listed in Chapter 10 entitled ñEquipment Not Re-
quired To Be Ventedò in the most current edition of NFPA 54 as adopted by the Board; and Product Approved side wall horizontally vented gas 
fueled equipment installed in a room or structure separate from the dwelling, building or structure used in whole or in part for residential pur-
poses.  

When the manufacturer of Product Approved side wall horizontally vented gas equipment provides a venting system design or venting system 
components with the equipment, the instructions provided by the manufacturer for installation of the equipment and the venting system shall 
include: 
  
 Detailed instructions for the installation of the venting system design or the venting system components; and 
 

 A complete parts list for the venting system design or venting system. 

When the manufacturer of Product Approved side wall horizontally vented gas equipment does not provide the parts for venting the flue gases, 
but identifies ñspecial venting systemsò, the following requirements shall be satisfied by the manufacturer: 
 

 The referenced ñspecial venting systemsò instructions shall be included with the appliance or equipment installation instructions and;  
 

 The ñspecial venting systemsò shall be Product Approved by the Board, and the instructions for that system shall include a parts list and 
 detailed installation instructions. 
 

A copy of all installation instructions for all Product Approved side wall horizontally vented gas fueled equipment, all venting instructions, all 
parts lists for venting instructions, and/or all venting design instructions shall remain with the appliance or equipment at the completion of the 
installation. 

Gas Equipment Venting System Provided 

Gas Equipment Venting System Not Provided 

1.3.6  Manufacturer Requirements  
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2.0  SPECIFICATIONS  

¶ Vent System: See 11.1, Approved Vent Systems, on page 18 for details.  

¶ Glass Media:  Various colors available. See your dealer for details. 

2.1  Components  

2.1.1  Components List  

2.1.2  Additional Components Required  

PART NUMBER DESCRIPTION 

SL36-150  Control Board Assembly  

SL36-135  Burner Assembly 

SL42-BLK Light Kit 

SL36-057T Glass Frame Assembly 

700-408 Remote Control 

600-002 Double Receptacle Assembly 

SL36-085 5 in. Restrictor Plate 

SL42-028 Fan or Blower Assembly 

AL36-DRAM Rock / Driftwood Accent Media 

SL42-500 Driftwood Log Set 

SL42-RAM Rock Accent Media 

#970 Heat Duct Kit Heat Duct Kit 

 NATURAL GAS LP GAS 

Minimum Inlet Gas Pressure 5ò WC  (1.25 kPa)  (7ò WC [1.74 kPa] recommended) 12ò  WC  (2.99 kPa)  (recommended) 

Maximum Inlet Gas Pressure 10.5ò WC  (2.62 kPa) 13ò WC  (3.24 kPa) 

Manifold Pressure (High) 3.8ò WC   (.95 kPa) 11ò WC (2.74 kPa) 

Manifold Pressure (Low) 1.1ò WC (.27 kPa) 2.9ò WC (.72 kPa) 

 NATURAL GAS LP GAS 

Orifice Size #37 #.0625 

Input BTU/Hr. (kW) 33,000 BTU/hr   (9.67 kW) 33,000  BTU/hr  (9.67 kW) 

Minimum Input BTU/Hr. (kW) 17,000  BTU/hr  (4.98 kW) 17,000  BTU/hr  (4.98 kW) 

2.2  BTU Specifications  

2.3  Gas Information  



6 

1. Frame an opening for fireplace, allowing for vent installation and type of installation (corner or flat wall application). 
 

2. If masonry (optional) is used, prepare foundation for the masonry load. A lintel is required to support the added weight 
above fireplace. 
 

3. Attach stand-off brackets and nailing flanges to fireplace. 
 

4. Insert fireplace into framing. 
 

5. Install hearth (if applicable). 
 

6. Complete gas line installation. 
 

7. Complete electrical hook-up. Install any standard or optional electrical components at this time. 
 

8. Complete venting installation. 
 

9. Secure fireplace to framing with nailing flanges. Verify all clearances at this point. 
 

10. Install facing material, mantel, or cabinetry; allowing room for the safety barrier.  
 

11. Install glass media (required). 
 

12. Install finishing material, optional surrounds. 
 

13. Verify proper operation of fireplace and all components. 

NOTE 

The qualified installer should follow the procedure best suited for the installation. 

2.5  Installation Overview  

2.3.1  High Altitude Installations  

ATTENTION 

In the USA:  This appliance may be installed at higher altitudes. Please refer to your American Gas Association 
guidelines which state the sea level rated input of Gas Designed Appliances installed at elevations above 2,000 ft. (610 m) is 
to be reduced 4% for each 1,000 ft. (305 m) above sea level. Refer also to National Fuel Gas Code, ANSI Z223.1 / NFPA 54, 
local authorities, or codes which have jurisdiction in your area regarding the de-rate guidelines. 
 
In Canada:  When the appliance is installed at elevations above 4,500 ft. (1,372 m), the certified high altitude rating 
shall be reduced at the rate of 4% for each additional 1,000 ft. (305 m). Refer also to CSA-B149.1 Natural Gas and Propane 
Installation Code, Local authorities, or codes which have jurisdiction in your area regarding the de-rate guidelines. 

¶ This fireplace must be installed on a level surface capable of supporting fireplace and venting. 

¶ The fireplace must be placed directly on wood or a non-combustible surface (not linoleum or carpet), extending entire depth 

and width of the fireplace. 

¶ Due to high surface temperatures, fireplace should be located out of traffic and away from furniture and draperies. 

¶ This fireplace may be installed in a bedroom.  

¶ Please be aware of the large amount of heat this fireplace will produce when determining a location. 

2.4  Placement Clearance Requirements  
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3.0  FRAMING  

Table 3.1, Slayton-36 Dimensions  

Description Height Width Back Width Depth 
Opening 
Width 

Opening  
Height 

Top Stand-off 
Height 

Back to Vent 
Center 

Inches 28-13/16 43-5/8 43-5/8 15-13/16 39-1/4 18 7-3/4 9-15/16 

Millimeters 732 1108 1108 402 997 457 198 252 

WARNING 

All stand-off brackets must be attached to fireplace. Do not remove. Top stand-off brackets are not load bearing. 

Non-combustible zone: Top stand-offs provide 7-3/4 in. (198 mm) minimum clearance to header; side stand-offs / framing brackets provide    
2-1/2 in. (64 mm) minimum clearances; back stand-offs provide 3-3/16 in. (80 mm) minimum clearances; attached bottom stand offs allow       
1-3/8 in. (35 mm) clearances. Use only non-combustible material in this area for entire width of fireplace. Do not use wood, sheetrock etc. in 
this zone. Other clearances apply. All clearances must be maintained. 

3.1  Fireplace Dimensions  

Figure 3.1, Fireplace Dimensions 
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3.3  Wall Enclosure Rough Opening  

¶ Determine whether the wall surface will be flush with the fireplace face, in which the wall surface and fireplace will be 

covered with non-combustible material such as tile; or, if the framing will be flush with the fireplace face, which results in a 

flat wall appearance.  

¶ Framing studs must maintain 1 in. (25 mm) clearances to venting. Please refer to Figure 3.2, Framed Opening, for 

guidance. 

¶ Framing dimensions should allow for wall covering thickness and fireplace facing materials. If using a hearth, adjust rough 

opening size as necessary to maintain clearance requirements. 

¶ This fireplace may be elevated off the floor as shown in Figure 3.2, provided it is properly supported by framing materials, 

and ceiling clearances are maintained. 

¶ If installing optional #970 Heat Duct Kit, refer to 12.0 #970 Heat Duct Kit, on page 26.  

3.4  Minimum Finished Opening Dimensions  

Table 3.2, Appliance Enclosure Clearances 

Top of appliance stand-offs to framing 0 in. 0 mm 

From appliance left side & right side stand-offs  0 in. 0 mm 

From appliance back stand-offs 0 in. 0 mm 

From bottom stand-offs 0 in. 0 mm 

Top of finishing edge to ceiling 36 in. 914 mm 

Side of finishing edge to adjacent sidewall 6 in. 152 mm 

Appliance front to combustibles 36 in. 914 mm  

Mantel projection 1 in. (25 mm) deep from fireplace finishing edge 14-1/4 in. 362 mm 

3.2  Clearances to Combustible Material  

WARNING 

PROVIDE ADEQUATE CLEARANCES AROUND AIR OPENINGS INTO THE COMBUSTION CHAMBER.  
 

DO NOT OBSTRUCT UPPER AND LOWER GRILL OPENINGS. ROOM AIR ENTERS THROUGH LOWER PASSAGE, IS THEN HEATED, AND EXITS 
THROUGH UPPER PASSAGE. BLOCKING THESE PASSAGES MAY RESULT IN OVERHEATING, CREATING A POTENTIALLY HAZARDOUS SITUATION. 

* 

** 

Figure 3.2, Framed Opening 

Table 3.3, Minimum Finished Opening Dimensions 

(Opening Bottom to Header) 
Height 

36-5/8 in. (930 mm) 

(Opening Bottom to Ceiling) 
Height  

62-1/4 in. (1581 mm) 

Width  48-3/4 in. (1238 mm) 

Depth** 19 in. (483 mm) 

** 19 in. (483 mm) represents the minimum 
distance from the front of the fireplace to back 
wall of framing. This is the minimum wall depth 
required for the wall surface material to cover the 
fireplace front. 
 

If wall surface is desired to be flush with the 
fireplace face, subtract 1/2 in. (13 mm) (standard 
non-combustible board depth) from this 
dimension. If using another material, adjust 
accordingly. 

* Refer to Figures 3.3ð3.5 on page 9 for 

horizontal vent termination framing. 



9 

WARNING 

DO NOT RECESS THE VENT CAP INTO WALL OR SIDING.  

IMPORTANT 

Horizontal vent sections require 1/4 in. (6 mm) rise for every 12 in. (305 mm) of travel.  

Vent cap location must be in compliance with the guidelines 11.3 Vent Cap Location Clearances, on page 19.  

CAUTION  

Cold air transfer area. The surrounding fireplace chase must comply with all clearances as outlined in this manual and be 
constructed in compliance with local building codes. Outside walls should be insulated to prevent cold air from entering room. 

3.5  Hearth Construction and Requirements  

¶ Determine the exact position of your fireplace, including hearth height, width, and depth. If possible, place the fireplace in such a manner 

that the vent termination will be placed between two studs, thus eliminating the need for additional framing. 

¶ If masonry is to be used (optional), prepare the necessary foundation for the masonry load. When masonry construction is being used, a 

lintel must be used over top of fireplace to support the added weight. 

¶ Consider the height of hearth finish material (stone, brick, etc.) when building a fireplace platform. The bottom of the fireplace must be 

level with finished hearth.  

¶ Build the hearth to desired size and height. If a hearth extension is desired, combustible material may be used. 

 
MINIMUM PLATFORM SIZE: 48-3/4 in. (1238 mm) wide x 19 in. (482 mm) deep. 

WARNING   

Install the fireplace on a hard metal or wood surface that extends the full width and depth of fireplace.   

ABOVE FLOOR LEVEL INSTALLATIONS: A solid, continuous platform must be constructed below the appliance. 

FIRE HAZARD   

Do NOT install directly on carpeting, vinyl, or any combustible material other than wood.  

3.6  Vent Termination Framing  

35-5/8ò 
(905 mm) 

19ò 
(483 mm) 

Figure 3.3, Min. Horz. Termination 
(Natural Gas and LP Gas) 

43ò 
(1092 mm) 

19 ñ 
(483 mm) 

Figure 3.5, Horizontal Flex Pipe  
Vent Termination 

47-5/8ò 
(1210 mm) 

19ò 
(483 mm) 

Figure 3.4, Max. Horz. Termination 
 6 in. + 9 in. (LP Gas) 

Vertical  
Vent Terminations: 

Follow vent pipe manufacturerôs installation instructions for vertical vent termination framing.  
A minimum of 1 in. (25 mm) clearance on all sides of the vertical vent pipe must be maintained. 

Horizontal  
Vent Terminations: 

Framed openings illustrated in Figures 3.3ð3.5 are measured from the bottom of the fireplace 
enclosure floor to the center of the pipe to maintain vent system clearances. 
A wall thimble with a 1 in. (25 mm) clearance for all vent sides is required for all horizontal vent runs.  
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4.1  Television Positioning Considerations  

Mounting a TV above a fireplace has become common practice. With this in mind, we conducted tests to determine possible surface 
temperatures reached above the fireplace. 
 
Tests result determined surface temperatures did not exceed 150ÁF (66ÁC) when the following criteria were met:  
4-1/4 in. (108 mm) deep recess constructed above the fireplace. Refer to Figure 4.2., Recess Clearances.  
Mantel installed above fireplace at a minimum depth of 1 in. (25 mm) / minimum height from fireplace enclosure floor: 40 in. (1016 mm). 
Refer to 5.0, Mantel Projections, on page 11. 
 
Even though temperature tests were performed, mantel depths, ceiling heights, and other factors will affect surface temperatures. Thus, we 
advise you to read the following paragraphs carefully before considering mounting a television above your fireplace.  
 

Most TV manufacturers specify in their instructions that a TV should not be installed on, near, or above a heat source. Television location rests 
solely on the homeowner. Hussong Manufacturing shall not be held liable for any adverse effects that may be caused by heat on a TV located 
near a Kozy Heat fireplace. 
 

TV operating temperatures are also affected by wall and mantle construction material. It shall be the customerôs responsibility to satisfy him or 
herself that the preferred TV mounting and mantle design will not exceed the listed maximum operating temperature of their electronic goods.  

Table 4.1, Recess Clearances / Non-combustible Zone 

Location Clearance  

Fireplace Enclosure Ceiling to Appliance Top 33-3/8 in.  (849 mm) 

Fireplace Enclosure Ceiling to Fireplace 
Enclosure Floor 

62-1/4 in. (1581 mm) 

Recess Framing to Venting 1 in. (25 mm) 

Figure 4.2, Recess Clearances  

 

4-1/4ò (108 mm) 
Maximum Depth 

33-3/8ò 
(848 mm) 

62-1/4ò 
(1581mm) 

1ò (25 mm) Minimum 
Clearance to Venting 

4.0  RECESS CONSTRUCTION  

Figure 4.1, Recess Framing  

4.2  Recess Framing and Clearances  
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WARNING 

Non-combustible zone: No combustible materials allowed above the fireplace within shaded area for entire width and depth of the 
fireplace, with the exception of the header.  

5.0  MANTEL REQUIREMENTS  

5.1  Mantel Projections  

Table 5.1, Mantel Requirements 

Mantel Projection  Mantel Clearance from Finishing Edge   
Finishing Edge Clearance to   
Fireplace Enclosure Floor  

1 in. (25 mm) 14-1/4 in. (362 mm) 40 in. (1016 mm) 

6 in. (152 mm) 19-1/4 in. (489 mm) 45 in. (1143 mm) 

12 in. (305 mm) 25-1/4 in. (641 mm) 51 in. (1295 mm) 

Figure 5.1, Mantel Projections & Non-Combustible Zone  

Each square represents 
1 inch (25 mm) 

of mantel projection.  

The arc represents a 45ϲ 
angle. 

NOTE 

If you plan to mount a television above the fireplace, refer to 4.0 Recess Construction, on page 10. 

Do not bend heat shield 
before the fireplace is 
positioned in the wall.  
See Figure 8.1 on page 
14. 
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6.0  TYPICAL FRAMING OPTIONS  

6.1  Horizontal Installation  

6.2  Vertical Installation  

6.3  Corner Installation  
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This fireplace is designed to accommodate non-combustible facing material up to 1/2 in. (13 mm) thick. Install non-combustible facing 
material up to the facing flange (Figure 7.2) that surrounds the glass frame assembly. Do not apply any material beyond this point. 
The glass frame assembly must be removable.  
 

Non-combustible material is required at the top and the sides of the fireplace. Figures 7.1 and 7.3 reflect minimum non-combustible 
material dimensions. 
 

Do not secure material to lower cover panel with screws, which may damage control system components.  Use a silicone sealant that 
has a 300ÁF (149ÜC) continuous exposure rating to secure material in this zone.  
 

It is acceptable to pre-drill holes and to use self-tapping screws to attach non-combustible material to top and sides of fireplace face. 
Do not use excessively long screws.   

WARNING 

Maintain all minimum clearances to combustibles from the fireplace and the vent system. 

7.0  FACING AND FINISHING  

Combustible Material Allowed 
 
 
 
 
 

Combustible Material Allowed 
No Screws Allowed 
 

 
 
 

Non-Combustible Material Only  

Figure 7.2, Facing Flange 

 

Figure 7.1, Finishing Dimensions 

Figure 7.3, Minimum Non-Combustible Material 
Dimensions 
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WARNING   

The top and the back stand-off brackets must be formed and installed prior to positioning the fireplace into a framed opening, in 
order to provide clearances from the appliance to combustible material.  

Top stand-offs provide 7-3/4 in. (197 mm) minimum clearance to header. Use only non-combustible material in this area for the entire 
width of fireplace. Do not use wood, sheetrock, etc. in this zone. Other clearances apply.  All clearances must be maintained. 

Top stand-off brackets are not load bearing.    

Nailing flanges include a 2-1/2 in. (64 mm) stand-off clearance to the sides of the fireplace.  

1. Remove and save the (4) screws securing the top stand-off heat shield and the top stand-off brackets. Then form each 

stand-off bracket as shown. 

2. Re-attach the top stand-off brackets to the fireplace using screws previously removed, along with (4) screws provided in 

the fireplace components packet. 

3. Bend stand-off heat shield as shown. Attach heat shield to the top stand-off brackets with the (4) screws provided in the 

fireplace components packet.  

4. Attach top heat shield. Do not bend until positioned in wall. Once in position, hand-bend rear flange up to align with angle 

on top of stand-offs.  

Top stand-off brackets and stand-off heat shields are attached to the top fireplace; the back stand-offs are attached to the back 
of the fireplace. All stand-off components are shipped in a flat state.  

8.0  FIREPLACE PREPARATION  

8.1  Stand -Off Components  

8.1.1  Stand -Off Components Locations  

8.1.2  Stand -Off Assembly and Installation  

Figure 8.1, Stand-Off Assembly and Installation 

Remove screws securing stand-off brackets 

Top Stand-Off Brackets  
As Shipped 

1a 

Form stand-offs 

Top Stand-Off Brackets 
Installed 

2 

Align holes in the formed top stand-offs with the holes 
on the fireplace top. Secure with (4) screws.  

Back Stand-Off Brackets  
As Shipped 

4a 

Back Stand-Off 
Brackets Installed 

4b 

3a Stand-Off Heat Shield 
 as Installed 

Align holes in the  stand off heat shields with the 
holes on the top stand-off brackets. Secure with 
(8) screws. Do not form heat shield until secured. 

1b 

Do not form stand-off heat 
shield until after installation. 

3b 
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When installed, nailing flanges provide the minimum 2-1/2 in. (64 mm) clearance from the fireplace sides. 

1. Remove (4) nailing flanges from the sides of the fireplace (as shipped).  

2. Align the nailing flanges with the holes on outside corners of fireplace, with the stand-off flange facing away from the 

appliance. Secure with the screws (provided in components packet) through slots in nailing flanges.  

3. Bend perforation on nailing flange until parallel with fireplace face. Do not bend toward fireplace face. 

4. Position framing stud against stand-off (located on the backside of nailing flange). Secure with nails or screws. 

NOTE 

Depending on facing material, tabs can be adjusted forward or backward up to 1/2 in. (13 mm). 

Nailing Flange 

Framing Stud 

Stand-off Flange 

Framing Stud 

8.2  Nailing Flange Assembly and Installation  

Stand-Off Flange 

Nailing Flange as 
Shipped 

Nailing  
Flanges  
Installed 

Nailing Flange Installed 

2-1/2 in. (64 mm) 
Clearance 

Nailing Flange 

 Figure 8.2, Nailing Flange Assembly and Installation 

BACK VIEW FRONT VIEW 

TOP VIEW FRONT VIEW 
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ATTENTION 

In the USA:  The appliance may be installed at higher altitudes. Please refer to your American Gas Association 
guidelines which state: the sea level rated input of Gas Designed Appliances installed at elevations above 2,000 ft. (610 m) is 
to be reduced 4% for each 1,000 ft. (305 m) above sea level. Refer also to National Fuel Gas Code, ANSI Z223.1 / NFPA 54, 
local authorities, or codes which have jurisdiction in your area regarding the de-rate guidelines. 
 
In Canada:  When the appliance is installed at elevations above 4,500 ft. (1,372 m), the certified high altitude rating 
shall be reduced at the rate of 4% for each additional 1,000 ft. (305 m). Refer also to CSA-B149.1 Natural Gas and Propane 
Installation Code, Local authorities, or codes which have jurisdiction in your area regarding the de-rate guidelines. 

This fireplace is manufactured for use with Natural Gas. Follow the instructions included with the conversion kit if converting to 
LP gas. (Sold separately) 

ATTENTION 

The conversion shall be carried out in accordance with the requirements of the provincial authorities having jurisdiction and in 
accordance with the requirements of the ANSI Z223.1 installation code. 

CAUTION 

Installation of the gas line must only be done by a qualified person in accordance with local building codes, if any. If not, follow  
ANSI 223.1.   
    

Commonwealth of Massachusetts: Installation must be done by a licensed plumber or gas fitter. 

NOTE 

A listed (and Commonwealth of Massachusetts approved) 1/2 in. (13 mm) T-handle manual shut-off valve and flexible gas connector 
(included) are connected to the 1/2 in. (13 mm) control valve inlet. If substituting for these components, please consult local codes 
for compliance. 
 
This fireplace is equipped with a 3/8ò (10 mm) x 18ò (457 mm) long flexible gas connector and manual shut-off valve. The gas line 
should be run to the point of connection where the shut-off valve and flexible gas line will connect. 
 
The appliance and its individual shutoff valve must be disconnected from the gas supply piping system during any pressure testing 
of that system at pressures in excess of İ psi (3.5 kPa). 
 
The appliance must be isolated from the gas supply piping system by closing its individual manual shut-off valve during any 
pressure testing of the gas line at test pressures equal to or less than İ psi (3.5 kPa). 
 
For high altitude installations, consult the local gas distributor or the authority having jurisdiction for proper rating methods. 
 

IMPORTANT 

The efficiency rating of this appliance is a product of thermal efficiency rating determined under continuous operating conditions 
and was determined independently of any installed system. 

Table 9.1, Inlet Gas Pressures 

 Natural Gas LP Gas 

Minimum Inlet Gas Pressure 5ò WC (1.25 kPa) [7ò WC  (1.74 kPa) (recommended)] 12ò WC  (2.99 kPa) (recommended) 

Maximum Inlet Gas Pressure 10.5ò WC  (2.62 kPa) 13ò WC  (3.24 kPa) 

9.0  GAS LINE CONNECTION  

9.1  Gas Conversion  

9.2  High Altitude Installations  
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IMPORTANT 

This system requires 120V of electricity / batteries to operate.  
 

Using the battery back-up will operate the burner only. The fan and light components will not function on battery back-up power. 

 

10.0  WIRING SCHEMATICS  

Figure 10.1, IFC Control Module Wiring 
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This fireplace is designed to be used with any of the following vent systems without the use of an additional adaptor.  
Refer to the vent manufacturer's installation manual for complete installation instructions. Installation must conform with venting requirements 
and restrictions as outlined in this manual. 
 
Provide a means for visually checking the vent connection to the appliance after the fireplace is installed. 

IMPORTANT 

Consult the local and national installation codes to assure adequate combustion and ventilation air is available. Flame height and 
appearance will vary depending upon venting configuration and the type of fuel used.  

Table 11.1, Approved Venting 

Direct Vent Chimney Systems and Reducers 
Horizontal  
Termination 

Vertical 
Termination 

Ameri-Vent Metal 8ò x 5ò Direct Vent Chimney System X X 

BDM 8ò x 5ò Direct Vent Chimney System X X 

ICC EXCELDirect 8ò x 5ò Direct Vent Chimney System; EXCEPT TM5VT Cap X X 

Kozy Heat #800 Series Flexible Vent System X  

Metal Fab 8ò x 5ò Model DT  X X 

RLH 8ò x 5ò  Direct Vent Chimney System  X 

Security 8ò x 5ò Direct Vent Chimney System X X 

Selkirk Model DT 8ò x 5ò  X X 

Selkirk DT 8ò x 5ò to 6-5/8ò x 4ò Reducer (used with Selkirk DT direct vent chimney system only) X X 

Simpson Dura-Vent DV-PRO 8ò x 5ò direct vent systems; EXCEPT SNK14 Snorkel Cap X X 

Simpson Dura-Vent 8ò x 5ò to 6-5/8ò x 4ò Reducer (used with Dura-Vent direct vent system only) X X 

11.0  VENTING  

11.1  Approved Vent Systems  

Maximum number of elbows for ALL vent configurations: 5 

 

¶ For each additional 90Á elbow used after first elbow, 3 ft. (914 mm) must be subtracted from maximum allowed venting. 
  

¶ For each 45Á elbow used, 1-1/2 ft. (457 mm) must be subtracted from maximum venting allowed.  
 

¶ (2) 45Á degree elbows may be used in place of (1) 90Á elbow. 
 

 

11.2  Elbows  

IMPORTANT 

This fireplace requires a wall pass through thimble with a minimum of 1 in. (25 mm) clearance for all horizontal vent terminations. 

NOTE 

An 8ò x 5ò to a 6-5/8ò x 4ò reducer may be used for horizontal or vertical vent runs, with vent systems Dura-Vent and Selkirk.   
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This gas appliance must not be connected to a chimney serving any other appliance. 

Location  
Clearances  

U.S. Canada 

A Above grade, veranda, porch, deck, balcony 12 in. (305 mm)  12 in. (305 mm)  

B Operable window or door 9 in. (229 mm) 12 in. (305 mm) 

C Permanently closed window* 12 in. (305 mm)**  12 in. (305 mm)**  

D Ventilated soffit* 24 in. (610 mm)  24 in. (610 mm)  

E Unventilated soffit* 12 in. (305 mm)  12 in. (305 mm)  

F Outside corner* 12 in. (305 mm)  12 in. (305 mm)  

G Inside corner* 6 in. (152 mm)  6 in. (152 mm)  

H Meter/ Regulator (*) (***) 

I Gas service regulator vent outlet (*) 3 ft. 

J Non-mechanical air supply inlet to building or the combustion air inlet to any other appliance 9 in. (229mm) 12 in (305mm) 

K Mechanical air supply inlet  6 ft. (1.83 m)  (ÀÀ) (À)  

L Above paved side-walk or paved driveway located on public property ÀÀ* (*) 7 ft. (2.13 m) 

M Under veranda, porch, deck, or balcony. Must be fully opened on a minimum of two sides 12 in. (305 mm)  12 in. (305 mm)  

N Between two horizontal terminationsÀÀ** 12 in. (305 mm) 12 in. (305 mm)  

O Between two vertical terminations 12 in. (305 mm)  12 in. (305 mm)  

P Above furnace exhaust or inlet 12 in. (305 mm)  12 in. (305 mm)  

* Clearance must be in accordance with local installation codes and the requirements of the gas supplier.  

** Recommended to prevent condensation on window 

***Not to be installed above a gas meter/regulator assembly within 3 ft. (914 mm) horizontally from the centerline of the regulator within a height of 15 ft. (4.57 m) 

ÀÀ 3 ft. (914 mm) above if within 10 ft. (3.05 m) horizontally;  

À Massachusetts: 10 ft. (3.05 m) 

ÀÀ* NOTICE: A vent cannot be located directly above a side-walk or paved driveway that is located between two single family dwellings and serves both dwellings.  

ÀÀ**Terminations may be the same height. 

11.3  Vent Cap Location Clearances  

Figure 11.1, Vent Cap Locations 

Denotes where installation not allowed 
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IMPORTANT 

Flame height and appearance will vary depending upon vent configuration and type of fuel used.  

11.4  Venting for Horizontal Terminations  

11.4.2  Horizontal Termination 8ó x 5ó Vent Configurations 

Natural Gas  

Minimum 90Á elbow +   9 in. (229 mm) horizontal run + Termination cap 

Maximum 90Á elbow  + 4 ft. (1.22 m) horizontal run + Termination cap 

LP Gas 

Minimum 90ϲ elbow  + 9 in. (229 mm) horizontal run + Termination cap 

Maximum 
A 6 in. (153 mm) vertical pipe with a 9 in. 

(229 mm) vertical pipe 
+ 90ϲ elbow + 

4 ft. (1.22 m)  
horizontal run 

+ Termination cap 

Table 11.2, All Approved Horizontal Vent Systems, Clearances to Combustible Material 

Top Bottom Sides 
Vent Pipe 
Clearances 1 in. (25 mm) 1 in. (25 mm) 1 in. (25 mm) 

11.4.1  Vent System Clearances  

90Á Elbow 

Stand-Off Heat 
Shield 

Termination Cap 

Horizontal Run 

Vertical Rise 

Figure 11.2, Appliance shown with 8ò x 5ò  
Minimum Horizontal Termination 

Vent Configuration 

IMPORTANT 

Horizontal vent sections require 1/4 in. (6 mm) rise for every 12 in. (305 mm) of travel.  

11.4.3  Horizontal Termination 6 -5/8ó x 4ó Reducer Vent Configurations 

Natural Gas and LP Gas  

Minimum 6-5/8ò x 4ò Reducer + 
12 in. (305 mm)  
vertical length 

+ 90ϲ elbow + 
9 in. (229 mm) 
horizontal run 

+ Termination cap 

Maximum 6-5/8ò x 4ò Reducer + 
12 in. (305 mm)  
vertical length 

+ 90ϲ elbow + 
3 ft. (9144 mm) 
horizontal run 

+ Termination cap 

Figure 11.3, Appliance shown with 6-5/8ò x 4ò  
 Reducer Minimum Horizontal Termination 

Vent Configuration 

90Á Elbow 

Stand-Off Heat 
Shield 

Termination Cap 

Horizontal Run 

Vertical Rise 

Reducer 
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11.5  Venting for Vertical Terminations  

Table 11.3, All Approved Vertical Venting Systems, Clearances to Combustible Material 

Top Bottom Sides 

Vent Pipe Clearances 1 in. (25 mm) 1 in. (25 mm) 1 in. (25 mm) 

11.5.1  Vertical Pipe Clearances  

11.5.2  Vertical Termination 8ó x 5ó Vent Configurations 

Natural Gas and LP Gas 

Minimum 2 ft. (610 mm) vertical length +   Termination cap 

Maximum 50 ft. (15.24 m)** vertical length + Termination cap 

**A restrictor is recommended for 30 ft. (9.14 m)  to 50 ft. (15.24 m) of venting for vertical terminations if no elbows are used. 

Figure 11.4, Appliance shown with 8ò x 5ò  
Minimum Vertical Termination 

Vent Configuration 

Each installation is unique and affected by various factors including venting configuration, altitude and climate. Therefore, after fireplace 
installation is complete, a restrictor (included with fireplace components packet) may be required or may need to be removed or modified.   
 

Please refer to Figure 11.6 on page 22 for installation instructions if installing the restrictor in conjunction with venting. A restrictor may be used 
to achieve desired flame appearance on any venting configuration with 6 feet (1.83 m) of vertical pipe or more.  
  
18.3 Restrictors, on page 42, outlines restrictor recommendations depending on burner flame appearance and instructions on installation after 
venting is completed.  

11.6  Restrictor Assembly and Installation  

Termination Cap 

MINIMUM: 2 ft. (610 mm) 
MAXIMUM: 50 ft. (15.24m) 

Stand-off Heat  
Shield 

Stand-off Heat  
Shield 

Termination Cap 

Reducer 

Figure 11.5, Appliance shown with 6-5/8ò x 4ò  
Reducer Minimum Vertical Termination 

Vent Configuration  

11.5.3  Vertical Termination 6 -5/8ó x 4ó Reducer  Vent Configurations 

Natural Gas and LP Gas 

Minimum 6-5/8ò x 4ò Reducer +   2 ft. (610 mm) vertical length + Termination cap 

Maximum 6-5/8ò x 4ò Reducer + 50 ft. (15.24 m)** vertical length + Termination cap 

**A restrictor is recommended for 30 ft. (9.14 m)  to 50 ft. (15.24 m) of venting for vertical terminations if no elbows are used. 

MINIMUM: 2 ft. (610 mm) 
MAXIMUM: 50 ft. (15.24m) 
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NOTE 

11.6, Restrictor Assembly and Installation, on pages 21 and 22, has information on restrictor installation in conjunction with venting 
installation. 18.3, Restrictors, on page 42, has information on restrictor recommendations depending on burner flame appearance, 
and instructions on installation after venting is completed. 

CAUTION 

This gas appliance must not be connected to or joined with any other chimney flue serving another appliance. 

11.7  Horizontal and Vertical 8ó x 5ó Combination Venting 

MAXIMUM: 20ft. (6.1m) Horizontal / 20ft. (6.1m) Vertical MAXIMUM: 20ft. (6.1m) Horizontal / 20ft. (6.1m) Vertical 

 

Figure 11.7, Natural Gas Combination Venting 
Using 8ò x 5ò Pipe 

 

Figure 11.8, LP Gas Combination Venting 
Using 8ò x 5ò Pipe 

Slide restrictor into exhaust pipe on top of fireplace with 
tabs pointing towards you prior to attaching venting. 

When needed, remove 
circle to create less 

restriction 

Bend tabs to approx. 80ϲ 
angles to create tension to hold  
itself in place when installed. 

Restrictor 

 Figure 11.6, Restrictor Assembly and Installation 
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CAUTION 

This gas appliance must not be connected to or joined with any other chimney flue serving another appliance. 

11.8  Horizontal and Vertical 6 -5/8ó x 4ó Reducer Combination Venting 

Figure 11.9, 6-5/8ò x 4ò Reducer Combination Venting for 
both Natural Gas and LP Gas 

 

MAXIMUM:  Reducer, 20 ft. (6.1 m) Horizontal / 20 ft. (6.1 m) Vertical 

NOTE 

11.6, Restrictor Assembly and Installation, on pages 20 and 21, has information on restrictor installation in conjunction with venting 
installation. 18.3, Restrictors, on page 42, has information on restrictor recommendations depending on burner flame appearance, 
and instructions on installation after venting is completed. 
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¶ If terminating against vinyl siding, a vinyl siding protector must be used (included with the #844-1 and #845-1 direct vent 

kits). Follow instructions included. (Not shown in Figure 11.10) 

¶ Each #846-1 extension kit contains enough 5ò & 8ò flexible aluminum pipe to extend chimney an additional 6 ft. (1.83 m).  

¶ 11.6, Restrictor Assembly and Installation, on pages 21-22 has information on restrictor installation in conjunction with 

venting installation. 18.3, Restrictors, on page 42 has information on restrictor recommendations depending on burner 

flame appearance and instructions on installation after venting is completed. 

¶ Refer to Figure 11.10, Assembly and Installation of #800-1 Series. 

IMPORTANT 

The flex pipe is permanently attached to the exterior plate.  DO NOT ATTACH either #844-1 or #845-1 termination kit to fireplace (or 
extension kit) until it has passed through the wall.  Install termination plates to the outside wall exterior. 

11.9  #800 -1 Series Direct Vent Termination Kit(s)  

11.9.1  Assembly and Installation  

LEGEND 

A Termination Box 

B 
Holes in Exterior Wall Plate (only 3 out of the 4 
screws shown) 

C 5ò Flex Pipe Collar 

D 5ò Pipe on Fireplace or Extension Kit 

E 8ò Flex Pipe Collar 

F 8ò Pipe on Fireplace or Extension Kit (not shown) 

G #800 WPT-3 Wall Pass Through Thimble 

D 

E 
C 

B 

A 

G 

Figure 11.10, Assembly and Installation of #800-1 Series 

1. Mount the required #800 WPT-3 wall pass-through thimble (G) (minimum 1 in. [25 mm] clearance) to the exterior wall and 

seal.  

2. Apply a liberal bead of exterior sealant around outer edge of termination box (A), placing assembly through the wall thimble 

in exterior wall. Place screws through the four holes (B), securing it in place.  

3. Form the 5ò & 8ò flexible aluminum pipes on termination kit (#844-1 or #845-1), and if applicable, on each extension kit, as 

shown in Figure 11.10. Then, gently pull 5ò & 8ò pipes down to the top of the fireplace, or if applicable, the extension kit.  

 IMPORTANT: DO NOT stretch extension kit beyond 6 ft. (1.83 m); DO NOT stretch beyond what is required. It is 

 very difficult to recompress flex pipes once stretched.  

4. Place a bead of sealant outside 5ò flex pipe collar (C) (end with EXTERNAL LIP) and sliding it into 5ò pipe on extension kit 

or top of fireplace (D). Secure with 3 evenly spaced screws. 

5. Place a bead of sealant inside 8ò flex pipe collar (E) (end with the INTERNAL lip), sliding it over 8ò pipe on top of fireplace 

(F). Secure with 3 evenly spaced screws.  

6. If additional extension kits are required, repeat Steps 3 and 4, placing 5ò  &  8ò pipes onto previous extension kit. 
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Minimum Height (H) 
Roof Pitch  

Feet Meters 

Flat to 6/12 1.0 0.30 

Over 6/12 to 7/12 1.25 0.38 

Over 7/12 to 8/12 1.5 0.46 

Over 8/12 to 9/12 2.0 0.61 

Over 9/12 to 10/12 2.5 0.76 

Over 10/12 to 11/12 3.25 0.99 

Over  11/12 to 12/12 4.0 1.22 

Over 12/12 to 14/12 5.0 1.52 

Over 14/12 to 16/12 6.0 1.83 

Over 16/12 to 18/12 7.0 2.13 

Over 18/12 to 20/12 7.5 2.27 

Over 20/12 to 21/12 8.0 2.44 

CAUTION 

This appliance must not be connected to or joined with any chimney flue serving any other appliance. 

 

Approved Cap 

Approved vent pipe 

Roof pitch  = X/12 

Discharge opening 

12 

X 

Minimum 
*18 in. (457 mm) 

H 

H - Minimum height from roof to lowest discharge opening 

*If vent is closer than 18 in. (457 mm), it must terminate at 
least 2 ft. (0.61 m) higher than any portion of a building with-
in 10ft. (3.05 m) of the vent. 

11.10  Vertical Vent Termination Clearances  

Figure 11.11, Vertical Vent Termination Clearances 
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Clearance to combustibles:  0 in. (0 mm) 
  
Clearance from air duct to ceiling: 2 in. (51 mm) 
 
Minimum vent run: 2 ft. (609 mm) 
 
Maximum vent run: 20 ft. (6.10 m) in any direction, 
including downward. 
 
The fireplace is manufactured with (2) heat duct knock-
outs. One, or both, may be utilized. 
 
The register mounting frame is designed to fit between 2ò x 
4ò stud walls, 16 in. (406mm) on center. 
 
An oval duct pipe (equivalent to 6 in. [152 mm] round) can 
be used in conjunction with the included 6 in. (152 mm) 
diameter flexible heat duct pipe, included with this kit.  
It must be purchased from a HVAC supplier. 
 
Carefully plan location of duct pipe runs and register in 
relation to fireplace.  

This kit includes:   

(1) 6 in. (152 mm) diameter flexible heat duct pipe, expandable to 20 ft. (6.10 m) (2) Mounting bracket screws 

(1) Register mounting frame with collar (11) Sheet metal screws 

(1)  Register cover with screws (4) Sheet rock screws 

(1) Duct collar (3) Flange nuts 

(1)  Fan assembly (1) Strapping cord 

(1) Fan housing cover plate (3) Wire nuts 

(1) Speed control mounting bracket (2) Fan wire connectors 

(1) Speed Control   

NOTE: A junction box, cover, and hardware must be purchased to mount the speed control.  

CAUTION 

Read and follow instructions carefully prior to and during installation of this optional heat duct kit. 

WARNING  

INSTALLATION OF THIS DUCT KIT & ELECTRICAL WIRING MUST BE PERFORMED BY A QUALIFIED SERVICE PERSON. 
INSTALLATION MUST BE IN ACCORDANCE WITH LOCAL CODES, OR IN THE ABSENCE OF LOCAL CODES, WITH THE NATIONAL 
ELECTRICAL CODE, ANSI/NFPA 70, OR THE CANADIAN ELECTRICAL CODE, CSA C22.1. 

DO NOT SUBSTITUTE THE FLEXIBLE HEAT DUCT PIPE WITH PLASTIC VENT PIPE. 

1. Bend the tabs on fireplace top up. With circulation holes 
facing downward, use (3) screws to fasten the tabs to 
the duct collar.  
 

2. Secure duct pipe to collar. Confirm that the screws 
penetrate both the duct pipe and the collar. Do not cover 
circulation holes on the duct collar.   
 

3. Position the fireplace in the desired location.  

12.0  #970 HEAT DUCT KIT  

12.1  Specifications  

12.2  Attach Heat Duct to Fireplace  

Figure 12.1, Possible Heat Duct Locations 

Figure 12.2, Attached Heat Duct 
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The register mounting frame and the fan housing are designed to fit between 2ò x 4ò stud walls, 16 in. (406mm) on center.   
Additional framing is required if larger opening exists. 

NOTE 

The fan motor on the heat duct kit may be on opposite side of fan shown in photos.  The romex connector and grounding screw are  
located on the motor side of the bracket. 

IMPORTANT 

Fan must be properly grounded. Use provided grounding screw to secure grounding wire to the register mounting bracket. 

1. Attach, but do not tighten, flange nuts to the mounting studs on the back of the 
register mounting bracket. 
 

2. Align (3) slots on the fan assembly to studs, then slide the fan into position. Tighten 
the flange nuts to secure. 
 

3. Slide the included fan wire connectors into the fan terminals. 
 
4. Properly wire the 110 VAC wire to the hot  and neutral fan wires, and the speed 
control wires, with provided wire nuts. Run 110 VAC  to fan speed control, then from 
the fan speed control through the romex connector (on the register bracket). Secure 
grounding wire to the grounding screw installed in register mounting bracket. 

1. Locate and mark the position of the register. 
 

2. Insert the register mounting bracket into the 16 in. (406 mm) 
opening. 
 

 A. Level and adjust the mounting bracket. The sides of the 
 mounting bracket shall be flush with front of studs; the front of 
 mounting bracket shall protrude 1/2 in. (13 mm) in front of the 
 studs. This allows enough room for 1/2 in. sheetrock 
 installation. 
 
 B. Secure the mounting bracket to framing with the provided 
 (4) sheetrock screws.  
 
3. Install the junction box on the wall at desired location. The 
junction box is used to house the speed control assembly, which 
controls fan speed and operation. 

Grounding Screw 

12.3  Install Register Mounting Frame and Junction Box  

12.4  Install and Wire Fan Assembly  

Figure 12.4, Installed             
Fan Assembly 

Figure 12.3, Register Mounting Frame 

Figure 12.5, Fan Wiring 
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1. Run the duct pipe to the register location. 

 

2. If an oval pipe is to be used in conjunction with the 6 in. (152 mm) round 

duct pipe,  

 A. Shape the 6 in. (152 mm) round duct pipe to fit outside the oval duct 

pipe. Secure with the screws provided. 

 B. Slide the oval duct pipe over the oval collar on the register mounting 

bracket. Secure with the sheet metal screws provided. 
 

 OPTIONAL: Secure duct pipe with any additional screws provided.  

 

3. If an oval duct pipe is not used, 

 A. Shape the 6 in. (152 mm) round duct pipe so it will fit outside the oval 

collar on the register mounting bracket. 

 B. Slide the round duct pipe until it touches the register mounting bracket.  

 C. Position the locking strap around the 6 in. (152 mm) duct pipe, above 

the  crimped metal.  

 D. Pull the locking strap tight enough to firmly secure the duct pipe.  

1. Install sheetrock or wall finish material as desired before attaching the register 

cover and fan housing cover plate. 

2. Position the cut-out portion of the fan housing cover plate over the fan chute to 

allow air flow. Align the holes in the fan housing cover plate to the 

corresponding holes in the register mounting plate and fan assembly. Secure 

with (4) screws provided.  

3. Slide the speed control through the mounting bracket. Secure with the mounting 

nut. 

4. Secure mounting bracket to the junction box with the (2) screws provided. 

5. Center the register cover over the fan housing cover plate to install. Secure 

register cover to stud wall with the provided mounting screws.  

6. Attach a cover plate (not provided), then install the control knob for the speed 

control. 

7. Complete the fireplace installation by following the instructions included with the 

fireplace. 

1. After complete fireplace installation and subsequent initial burn period, turn the fireplace burner ON by following the lighting 
instructions included with the fireplace.   
 

2. Allow the fireplace to produce heat for approximately 15 minutes.  
 

3. To operate the heat duct fan, turn the wall-mounted speed control clockwise until it stops. The fan should turn on and be 
operating at its highest speed. Adjust the speed to desired air flow level by turning the speed control knob counter-clockwise 
until it óclicksô off. 

The duct register must be kept clear and unobstructed. Clean and vacuum as necessary to remove dust, lint, etc. from fan 
which will inhibit air flow.  
 

Detach the register cover and the fan housing cover plate at least once a year to remove dust, lint, etc. from the fan. More 
frequent cleaning may be necessary.  
 

The fireplace must be maintained and serviced as outlined in the unit installation and operating instructions. 

12.5  Run and Secure Duct Pipe  

12.6  Complete the Installation  

12.7  Operating Instructions  

12.8  Maintenance  

Figure 12.6, Secured Duct Pipe 

Figure 12.7,  
Completed Installation 
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13.0  FIREPLACE SETUP  

WARNING 

DO NOT OPERATE THIS FIREPLACE WITH THE GLASS FRONT REMOVED, CRACKED OR BROKEN. REPLACEMENT OF THE GLASS SHALL BE DONE 
BY A LICENSED OR QUALIFIED SERVICE PERSON. 

1. Place glass frame assembly top over tabs at top of firebox. 

2. Pull bottom handles out and up to secure assembly bottom. 

3. Reinstall component upper heat shield, secure with wing nuts, re-attach component board magnet to upper heat shield. 

4. Reinstall valve access cover, using screws previously removed. 

1. Open the valve access cover by lifting the front up, and rotating it towards the glass frame.  

2. Using a phillips head screwdriver, remove screws securing valve access cover (1 ea. side).   

3. Loosen, but do not remove (2) wing nuts securing component upper heat shield.  Pull component board forward (secured 

to heat shield with magnet). Remove heat shield.  

4. Locate (2) spring loaded handles at bottom of firebox. Pull handles out and down to release.  

5. Lift glass frame assembly up and off (2) tabs at top of firebox. 

Figure 13.1, Glass Frame Assembly Removal and Installation 

13.1  Glass Frame Assembly  

13.1.1  Remove Glass Frame Assembly  

13.1.2  Install Glass Frame Assembly  

13.2  Safety Barrier Installation  

WARNING 

A barrier designed to reduce the risk of burns from the hot viewing glass is provided with this appliance 
and shall be installed.  

NOTE 

Please refer to Figure 13.2 for barrier dimensions before installing facing material. The gray, shaded lines represent the 
fireplace in relation to the dimensions of the safety barrier.  

¶ All safety barriers require a 1/4 in. (6 mm) minimum top clearance to allow barrier mounting and removal.  

¶ All safety barriers shown allow a combination of finishing material to 1-3/8 in. (35 mm) thick, measured from the fireplace. 

Screws securing valve access cover 
 (1 ea. side)  

Wing nuts securing component upper heat 
shield  


